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�  Please thoroughly read this instruction sheet before installation and putting it into use. 

�  The content of this instruction sheet and the driver file may be revised without prior notice. Please consult 
our distributors or download the most updated instruction/driver version at 
http://www.delta.com.tw/product/em/control/cm/control_cm_main.asp 
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IFD6500 is a convenient RS-485-to-USB converter, which does not require external power-supply 
and complex setting process. It supports baud rate from 75 to 115.2kbps and auto switching direction 
of data transmission. In addition, it adopts RJ-45 in RS-485 connector for users to wire conveniently. 
And its tiny dimension, handy use of plug-and-play and hot-swap provide more conveniences for 
connecting all DELTA IABU products to your PC. 

Applicable Models: All DELTA IABU products. 

����  Application & Dimension 
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Power supply No external power is needed 

Power consumption 0.4W 

Isolated voltage 2,500VDC 

Baud rate 75, 150, 300, 600, 1,200, 2,400, 4,800, 9,600, 19,200, 38,400, 57,600, 
115,200 bps 

RS-485 connector RJ-45 

USB connector A type (plug) 

Compatibility Full compliance with USB V2.0 specification 

Max. cable length  RS-485 Communication Port: 100 m 

Support RS-485 half-duplex transmission 

ENGLISH 

�  RJ-45 

 

 

PIN Description  PIN Description 

1 Reserved  5 SG- 

2 Reserved  6 Reserved 

3 Reserved  7 Reserved 

4 SG+  8 Reserved  
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Please extract the driver file (IFD6500_Drivers.exe) by following steps. You could find driver file 
(IFD6500_Drivers.exe) in the CD supplied with IFD6500. 

� Note: DO NOT connect IFD6500 to PC before extracting the driver file. 

STEP 1 STEP 2 

  

STEP 3 STEP 4 

  

STEP 5 

You should have a folder marked SiLabs under drive C. 
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After connecting IFD6500 to PC, please install driver by following steps. 
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1. Steady Green LED ON: power is ON. 

2. Blinking orange LED: data is transmitting. 
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QRS�  0.4W 

TU
V  2,500VDC 

���W  75X 150X 300X 600X 1,200X 2,400X 4,800X9,600X 19,200X 38,400X 57,600X
115,200 bps 

RS-485 YJZ[  RJ-45 

USB 	\  A type (plug) 

]^1  _` USB V2.0 ab  

cd;,?e  RS-485 &fg G 100 hi  

�� RS-485 jkl  
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�  RJ-45 

 

 

PIN mn   PIN mn  

1 op   5 SG- 

2 op   6 op  

3 op   7 op  

4 SG+  8 op   
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qr*Est CD u� USB driver v�w[x y IFD6500_Drivers.exez{|M}~•V€ %  

� •G‚•V€xƒ„ �q…r IFD6500 +†
‡ %  

STEP 1 STEP 2 

  

STEP 3 STEP 4 

  

STEP 5 

ˆ‰Š � IFD6500 v�w[r‹Œ•�Ž c:\ SiLabs 
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1. ”• LED –— �˜™)
� %  

2. š• LED“›œ ”�˜™ !�� %  
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OPQ�  0.4W 

RS�T  2,500VDC 

���U  
�V 75� 150� 300� 600� 1,200� 2,400� 4,800� 9,600� 19,200� 38,400�
57,600� 115,200 bps 

RS-485 WHXY  RJ-45 

USB 
Z  A type (plug) 

[\1  ]^ USB V2.0 _`  

ab9,=c  RS-485 &dW( E 100 ef  

�V RS-485 ghi  
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�  RJ-45 

 

 

PIN jk   PIN jk  

1 lm   5 SG- 

2 lm   6 lm  

3 lm   7 lm  

4 SG+  8 lm   
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no*Cpq CD r� USB driver s�tuv w IFD6500_Drivers.exexyzK{|}T~ �  
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STEP 1 STEP 2 

  

STEP 3 STEP 4 

  

STEP 5 

‡ˆ‰ , IFD6500 s�tuoŠ‹Œ�• c:\ SiLabs 
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1. •– LED —˜ �™š)�� �  

2. ›– LED“œ• ”�™š!"�� �  
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�  Lütfen ürünü kullanmadan önce bu bilgi doküman�n� tamamen okuyunuz. 

�  Bu bilgi doküman�n içeri� i herhangi bir ihbara gerek kalmadan güncellenebilir. Son güncellenmi�  halini 
almak için teknik servisimizle ba� lant�ya geçin veya http://www.delta.com.tw/industrialautomation/ 
internet adresinden indiriniz. 

�  �����  
IFD6500 kullan�� l� RS485-USB çevirici olup, harici güç kayna� � kullan�lmas�na ve herhangi özel bir 
ayar yap�lmas�na ihtiyaç duymaz. 75~115.2kbps geni�  baud h�zlar�n� destekler, otomatik data yönü 
de� i� imi sa� lar. Bununla beraber RJ–45 konnektörü sayesinde kullan�c�ya kolay RS–485 ba� lant�s� 
sa� lar. Küçük boyutu, plug&play ve hot swap özelli� i ile PC’den DELTA IABU ürünlerine kolayca 
ba� lanabilir 

Uygulanabilen modeller: Tüm DELTA ürünleri. 

����  Uygulama & Ölçüler 
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Power Gereksinimi Harici güç kayna� �na ihtiyaç yok 

Güç Tüketimi 0.4W 

�zolasyon Voltaj� 2,500VDC 

Baud H�z� 75, 150, 300, 600, 1200, 2400, 4800, 9600, 19200, 38400, 57600, 
115200bps destekler 

RS–485 Konnektör RJ-45 

USB Konnektör A tipi (plug) 

Uyumluluk USB V2.0 özelliklerine tamamen uyumlu 

Maks. Kablo Uzunlu� u RS-485 Communication Port: 100 m 

RS-485 Half-Duplex �leti� imi destekler 

TURKISH 

�  RJ-45 

 

 

PIN Sinyal Ad�  PIN Description 

1 Rezerve  5 SG- 

2 Rezerve  6 Rezerve 

3 Rezerve  7 Rezerve 

4 SG+  8 Rezerve  
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Lütfen driver dosyas�n� (IFD6500_Drivers.exe) basamaklar� takip ederek kurunuz.Driver 
dosyas�n�(IFD6500_Drivers.exe) IFD6500’yi destekleyen CD’nin içinde bulabilirsiniz. 

� Note: Sürücü dosyalar�n� tamamlamadan önce IFD6500’yi PC’ye ba� lamay�n�z. 

STEP 1 STEP 2 

  

STEP 3 STEP 4 

  

STEP 5 

You should have a folder marked SiLabs under drive C. 
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IFD6500’yi PC’ye ba� lad�ktan sonra, lütfen basamaklar� takip ederek driver’�  kurunuz. 

Lütfen �ngilizce versiyonu için sayfa 4~5 ‘ye bak�n�z. 
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1. Ye� il sürekli ise LED ON: güç ‘’ON’’ dur. 

2. Turuncu yan�p-sönüyorsa LED: data iletiliyor. 


